
Art No.: BS20-BV-RCT-P3-PL-APG-R2

PROBLEM SOLUTION
No cadence value

Inaccurate cadence 
value

Inaccurate maximum
Speed reading

No Speedometer reading

Incorrect speedometer 
reading

Slow display response

No trip resistance reading

Display shows
irregular figures

Blank Display

Make sure the cadence sensor 
and cadence magnet are aligned 

Make sure the cadence sensor 
and cadence magnet are aligned 

Atmospheric or RF interference.
Reset Max. speed

1) Magnet and transmitter are not 
    aligned properly
2) Check/Replace Transmitter 
     Battery   

RF interferance from 
electromagnetic sources

Temperature outside of operating 
limits

Make sure the magnet and 
transmitter are aligned and 
check the battery in the transmitter 

Take out Main Unit battery and 
install again

Temperature too hot, or display 
exposed to direct sunlight too long, 
Remove from direct sunlight and 
allow unit to cool down  

Cadence ( CAD )

Average Cadence (         )

Speedometer (SPD) (KPH or MPH)

Tripmeter (DST) (Km or Miles)

Odometer (ODO) (Km or Miles)

Auto trip timer (TM) (9:59:59)

Maximum Speed (MXS) (KPH or MPH)

Clock, 12/24 hour Selectable

Average Speed (AVS) (KPH or MPH)

Speed Comparator (+ or -)

Speed Tendency

Odometer Program Function (ODO)

Auto Scan

Speed Bar

Auto Start / Stop

Auto Power Off

Km / Mile Selection

Backlight

Thermometer

Fat Burnt

Calories

FEATURES
Slide the computer onto the mounting bracket until it snaps
firmly into position. Press the release button to remove the
computer (see diagram below).

COMPUTER INSTALLATION TROUBLE SHOOTING

-1- -2- -3- -4- -5- -6- -7- -8- -9- -10- -11-

Temperature Set Up (°C/°F): Press B button to change 
between °C and °F. Press A button to confirm and exit setup 
mode.

After you replace the computer 
battery the Odometer (ODO) will be 
reset to zero. If you wish to maintain 
your total odometer value, note your 
ODO reading before replacing the 
battery.
To enter this reading, Press the B 
button to advance to the Odometer 
screen mode.
Press and hold the A button for 5 
secs until the last digit of the ODO is 
flashing.
To adjust the value, press the B 
button and then press the A button to 
confirm and select the value. Repeat 
this sequence to reach the desired 
odometer value.

SPEED COMPARATOR: A '+' or '-' sign will appear on the 
second line of the display to indicate whether your current 
speed is higher or lower than your average speed.

SPEED TENDENCY: A cyclist symbol appears on the second 
line of the display. The wheels will turn forward to show your 
are accelerating or backwards to show your are decelerating.

AVERAGE CADENCE: To see the Average Cadence (        )         
of your ride press the A button. The average cadence will be 
displayed (flashing) for 4 seconds.

CADENCE: Current Cadence (         ) is displayed on the top 
line. Cadence is the rotational speed of your cranks in RPM
(revolutions per minute). When the 'brackets' around the 
cadence icon (         ) are flashing (          ) the computer is 
receiving a cadence signal.

AUTO SCAN (SCAN): In the SCAN mode there is no need to 
press the B button to change from one mode to another. Each 
mode will be displayed for approx. 4 seconds before changing 
to the next mode. To activate SCAN mode press the B button 
until the SCAN icon is displayed on the second line.

CLOCK: 12h/24h clock displaying current time.

CURRENT SPEED AND SPEED BAR: Once you begin 
your ride, your screen will display your riding speeds in two 
ways. The first is the number on the second line of the 
display. The second is the speed bar that runs up the left 
side of the display.

FAT BURNT: This is the approximate number of grams of 
fat burned during your ride.
To reset FAT, press and hold the A button for 2 seconds.

CALORIE COUNTER: This is the approximate amount of 
calories burned during your ride.
To reset CAL, press and hold the A button for 2 seconds.

TRIP DISTANCE (DST): The Trip meter measures your 
distance for any particular ride. To reset the Trip Distance 
(DST), make sure DST is displayed on your screen, then 
press and hold the A button for two seconds.
Note: Whenever DST is reset, TM and AVS will also be reset

AVERAGE SPEED (AVS): Your Average Speed (AVS) is 
calculated by the Trip Distance (DST) divided by 
Trip Timer (TM)

MAXIMUM SPEED (MXS): This is the Maximum Speed 
reached. To reset MXS, make sure MXS is displayed on your 
screen, then press and hold the A button for two seconds.

TRIP TIMER (TM): The Trip Timer is turned on and off 
automatically based on input from the wheel sensor. 
Therefore, it counts only your actual riding time. To reset 
TM, make sure DST is displayed on your screen, then 
press and hold the A button for 2 seconds.

Auto Start/Stop: To start the unit, press any button to turn on 
the display. The unit will automatically stop when left
unused for over 5 minutes.

BACKLIGHT: Press Button A to activate the backlight. the 
backlight will be activated for approximately 4 seconds.

KM / MILE SELECTION:  After the wheel size input, the 
following step is selection of kilometers or miles as the 
measurement for distance. Press the B button to choose 
between kilometer (KM) and Mile (M) press the A button to 
confirm.

Clock (12H/24H): After Km/Miles selection, a digital clock is 
displayed. Press the B button to switch between the 12h and 
24h format. Press the A button to confirm and advance to the 
clock setting mode. 
Press the B button to advance the hour. When the hour 
display is correct, press the A button to confirm. Press the B 
button to advance the minutes. When the minute display is 
correct, press the A button to confirm and enter into 
temperature set.

COMPUTER FUNCTIONS
There are three main screens. Press the RIGHT button to 
toggle between the three display screens. 

INSTRUCTION   MANUAL

with CADENCE

A B

 

Cadence
(RPM)

Current Speed
(SPD)

Trip Distance
(DST)

Trip Timer
(TM)

Cadence
(RPM)

Current Speed
(SPD)

Average Speed
(DST)
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(MXS)
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Current Speed
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(CLK)
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(RPM)

Current Speed
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Fat
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Screen 1
Screen 2

Screen 3

Screen 4
Screen 5

CAD

CAD

AV

AV

Press and hold LEFT and RIGHT 
buttons for 2 seconds or after the 
replacement of battery, the unit is 
switched to wheel size input mode.  
Multiply wheel diameter, d (Fig. 2) 
in millimeters by 3.1416 to 
determine wheel factor, c.
Press the LEFT button to select 
digit to be input and the RIGHT 
button to adjust the digit to the 
desired number (hold for fast 
advance). Enter into CAD & SPD 
digit placement. Press the LEFT 
button again to KM/MILE selection. 
(Note: removing battery will erase 
Wheel Size Input)

The unit defaut CAD on the top line. If user desire to have SPD 
on the top line, press right button to select press left button to 
confirm and enter into KM/M selection mode.

Enter Temperature setup
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